




1 This product utilizes line-array design which
 can be used for long-distance sound reinforcement.
2 This product has a variety of configurations to 
adapt to different occasions of use.
3 The satellite can be adjusted with independent 
pitching angle, so that you can obtain the ideal 
sound field coverage of the whole system.
4 This product features with simple and fast 
disassembly design which can save you installation
 time.









MILOS PRO Products in the box

MILOS SUB Products in the box

One out two pin×1MILOS PRO×1

instructions
warranty card

MILOS SUB×1    3M power cord



MILOSAdapter

MILOSPole

3M Power Cable

0.6M Signal Cable

0.6M Power Cable

2M Signal Cable

2M Power Cable

MILOS SUB Flybar MILOS PRO Flybar



SMALL AUDIENCE-VENUE

DSP SETUP DSP SETUP

Speaker&Accessaries

MILOSAdapter×1 

MILOSPole×1

0.6M Signal Cable×1 

0.6M Power Cable×1 

2M Signal Cable×1 

2M Power Cable×1 

MILOSAdapter×1 

MILOSPole×1

2M Signal Cable×1 

2M Power Cable×1 

3M Power Cable×1 3M Power Cable×1



DSP SETUP

Small Audience/Venue

Speaker&Accessaries

MILOS SUB Flybar×1

0.6M Signal Cable×3

0.6M Power Cable×3

2M Signal Cable×2

2M Power Cable×2
3M Power Cable×1



Speaker&Accessaries

CONFIGURATION

Middle Audience/Venue

2 x Satellite+1 x Sub

DSP SETUP

2M Signal Cable

MILOS PRO PRO Flybar



power in

Signal out 2

power in 1

Signal out 2

Signal in 1

Switch MILOS PRO DSP to mode 1.

Switch MILOS PRO DSP to mode 2.

Power

Power

CONFIGURATION 1

Installation&Connection

Signal

Signal

12



Switch MILOS PRO DSP to mode 3.

Installation&Connection

Connect 2 pcs SUB with 4pc Satellite by using of MILOS SUB 
Flybar (Ground use and suitable for middle audience/Venue)

 

hole of MILOS SUB Flybar. and signal cable.

Pull out the Turn the connector 
upward



MILOS PRO can be adjust to 0/4/8/10 
degree according to different hole setting.

Switch MILOS PRO DSP to mode 7.

MILOS SUB ground use

Switch MILOS PRO DSP to mode 8.

MILOS SUB ground use

MILOS SUB ground use

Switch MILOS PRO DSP to mode 5.

MILOS SUB ground use

Switch MILOS PRO DSP to mode 6.

MILOS SUB ground use

Switch MILOS PRO to mode 4.

CONFIGURATION

Installation&Connection

Large Audience/Venue



power in

Power

Power

Power

Power

Power

SUB1122001001

SUB1122001001

Signal in 1

Signal in 2
Signal out 2

Signal out 1

Signal

Signal

Signal

Signal MILOS SUB

MILOS SUB
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Overview-Connections & Controls
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Item

Type

Frequen Response

Impedance

Crossover Point

Expansion

Max SPL (1M)

Amplifer Power(RMS)

SPL Input

Signal Input Interface

Signal Input Interface

Power Input Interface

Power Output Interface

Power Input

Fuse

limiter

Driver

Cabinet

Grill

Pallet

Fly Using

Color

Model Size

Model Weight(Net weight)

Package size

Gross Weight

MILOS SUB

Active Bandpass Subwoofer

40~120Hz

100/120Hz(Selectable)

/

130dB

700 W

-6dBV

1*XLR 

1*XLR 

POWERCON IN

POWERCON OUT

220 – 240 VAC ~ 50 / 60Hz

T4AL 250V

DSPLimiter

12"

Plywood 

1.2mm Steel

M20 Aluminium Pallet

Rope+Flybar

Black

520*380*530mm

27.8kg

65*51*65.5cm/1pc

32kg

MILOS PRO 

2 Way Active Vented Design

100~20KHz

1.1KHz

128dB

220W(LF)+220 W(HF) TOTAL 440W

-6dBV

1*XLR

1*XLR

POWERCON IN

POWERCON OUT

100 – 240 VAC ~ 50 / 60Hz

T4AL 250V

DSPLimiter

ABS

1.0mm Steel

/

Rope+Flybar

Black

333*185*225mm

5.7kg

57.5*29*26.5cm/1pcs

6.7kg










