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Made of plywood with internal reinforcements,
it incorporates an optimum response 10" woofer
and high performance low-pass filter.

PROFESSIONAL SUBWOOFER SERIES

EN

Drivers ....................................................... 1 x 10" Woofer
Impedance ................................................. 8Ω
Power Output ............................................   250W RMS
Max. Power Output ...................................   500W

Sensitivity (1W/1m) .................................. 94dB +/- 3dB

Max. S.P.L. .................................................   118dB +/- 3dB

Frequency Response .............................. 40Hz - 400Hz (S.P.L. -10dB)

Crossover frequency ............................... 250Hz (-3dB) /HPF: -12 db/oct, LPF 0dB/oct.

Input/Link ................................................. Speaker 4 Pole chassis connectors

Dimensions ............................................... 320 x 540 x 460mm

Weight ....................................................... 15,8 Kg 

   

Specifications are subject to change without notice
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WSA 12 SUB

Made of plywood with internal reinforcements,
it incorporates an optimum response 12" woofer
and high performance low-pass filter.

PROFESSIONAL SUBWOOFER SERIES

EN

Drivers ....................................................... 1 x 12" Woofer
Impedance ................................................. 8Ω
Power Output ............................................   400W RMS
Max. Power Output ...................................   800W

Sensitivity (1W/1m) .................................. 96dB +/- 3dB

Max. S.P.L. .................................................   122dB +/- 3dB

Frequency Response .............................. 35Hz - 400Hz (S.P.L. -10dB)

Crossover frequency ............................... 250Hz (-3dB) /HPF: -12 db/oct, LPF 0dB/oct.

Input/Link ................................................. Speaker 4 Pole chassis connectors

Dimensions ............................................... 370 x 625 x 530mm

Weight ....................................................... 17,2 Kg 

   

Specifications are subject to change without notice



 
 

 

 

 

 

Important Warranty Information

WORK pro CA products are exclusively distributed in Europe by
 

Yamaha Music Europe GmBH.
Siemensstrasse 22-34

D-25462 Rellingen, b. Hamburg, Germany

EN     For information regarding the warranty and for user manuals in other languages
          please go to: 

FR    Les manuels d´utilisation en français ainsi que les informations concernant la 
         garantie son accessible à l´adresse suivante:

DE    Die deutschen Bedienungsanleitungen und Informationen zu der Gewährleistung 
         finden sie auf der Website:

ES    Para la información relativa a las condiciones de garantía y los manuales de usuario 
         en español, por favor acceda a la página web:

IT      Per le informazioni riguardanti la garanzia e per i Manuali d'Uso nelle altre lingue si 
         prega di visitare il sito:

http://www.workproca.com  
 

This symbol on the product or on its packaging indicates that this product 
shall not be treated as household waste. Instead it shall be handed over to
the applicable collection point for the recycling of electrical an electronic 
equipment. By ensuring this product is disposed of correctly, you will help 
prevent potential negative consequences for the environment and human
health, which could otherwise be caused by inappropriate waste handling 
of this product. The recycling of materials will help to conserve natural 
resources. For more detailed information about recycling of this product, 
please contact your local city office, your household waste disposal service 
or the shop where you purchased the product.

Manufactured by EQUIPSON, S.A.
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